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Die SP-Produktpalette (der Nachhaltige)

SP160 und SP260 (M) - Das Premium All-In-One Naturstein Silikon
Neutralvernetzendes, emissionsarmes und MEKO-freies Silikon; sehr gut modellier- und verarbeitbare
Dichtmasse fiir Standard- und eine Vielzahl von Spezialanwendungen; weichmacherfrei, fungizid ausgeriistet,
marmor- und natursteinvertraglich.

Anwendungen: Fenster & Tiir, Glas, Marmor-und Naturstein, Sanitar, Hochbau, VSG- und Thermo-Glas,
Liiftungskanalbau, Reinraum, , Spiegelanschliisse, Solaranlagen.

SP100 und SP200 - Das Premium Bau-, Glas- & Sanitirsilikon

Neutralvernetzendes, emissionsarmes und MEKO-freies Silikon; sehr gut modellier- und verarbeitbare
Dichtmasse, fungizid ausgeriistet.

Anwendungen: Fenster & Tiir, Glas, Hochbau, Sanitar.

SP110 und SP210 - Das Profi Bau-, Glas- & Sanitarsilikon

Neutralvernetzendes, emissionsarmes und MEKO-freies Silikon; sehr gut modellier- und verarbeitbare
Dichtmasse, fungizid ausgeriistet.

Anwendungen: Fenster & Tiir, Glas, Hochbau, Sanitar.

SP120 und SP220 - Das Universal Bau-, Glas- & Sanitirsilikon
Neutralvernetzendes und MEKO-freies Silikon.
Anwendungen: Baufugen, Handwerk, Dach.

SP130 und SP230 - Das Universal Bau-, Glas- & Sanitirsilikon
Neutralvernetzendes und MEKO-freies Silikon.
Anwendungen: Baufugen, Handwerk, Dach.

SP320 - Das neutrale Brandschutzsilikon
Neutralvernetzendes und MEKO-freies Silikon; schwerentflammbar nach DIN 4102 /B1.
Anwendungen: Brandschutzfugen im Hoch- und Tiefbau.

SP330 - Das neutrale Hochtemperatursilikon
Neutralvernetzendes und MEKO-freies Silikon; fiir hohe Temperaturbelastungen.
Anwendungen: Hochtemperatur, KFZ-Bereich, Ofen-, Kiichen- und Heizanlagenbau.
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The SP-Range (the Sustainable)

SP160 and SP260 (M) - The Premium All-In-One Naturalstone Silicone

Neutral curing, low-emission and Meko-free silicone. Excellent modelling and processing sealant for almost
all standard construction applications and a variety of special applications. Plasticizer-free, with anti-fungi,
marble and natural stone compatible.

Applications: Window & Door Construction, Glass, Marble & Naturalstone, Sanitary, VSG and Thermoglass,
ventilation duct construction, Cleanroom applications, Mirror Connections, Solar Systems.

SP100 and SP200 - The premium Construction, Glass & Sanitary silicone
Neutral-curing, low-emission and Meko-free silicone. Excellent modelling and processing sealant.
Applications: Window & Door, Glass, Building construction, Sanitary.

SP110 and SP210 - The professional Construction, Glass & Sanitary silicone
Neutral-curing, low-emission and Meko-free silicone. Very good modelling and processing sealant.
Applications: Window & Door, Glass, Building construction, Sanitary.

SP120 and SP220 - The Universal Construction, Glass & Sanitary silicone
Neutral-curing and Meko-free silicone.
Applications: General construction applications.

SP130 and SP230 - The Universal Construction, Glass & Sanitary silicone
Neutral-curing and Meko-free silicone.
Applications: General construction applications.

SP320 - The Neutral Fire Protection silicone
Neutral-curing and Meko-free silicone flame-retardant according to DIN 4102 /B1.
Applications: Fire protection joints in civil engineering.

SP330 - The Neutral High Temperature silicone
Neutral-curing and Meko-free silicone for high temperature resistance.
Applications: High temperature areas, automotive gaskets, furnace, kitchen and heating system construction.
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